THE TOTAL SOLUTION PROVIDER

High efficiency “Full Immersion”
complete with tank in stainless steel

AlISI 304L and AISI 316L
In conformity to (€ - PED - ASME directives

Flow Environmental
'tqca / Control / Systems
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THE TOTAL SOLUTION PROVIDER

DESCRIPTION (Full Inmersion Stainless Steel

The Patented Mecair “Full immersion” System consists of a round header tank with fully integrated diaphragm
valves, suitable for Dust collector applications, in particular for reverse pulse jet filter cleaning of filter bags,
cartridges, envelope filters, ceramic filters and sintered metal fibre filters.

The Mecair 500 Series diaphragm valve is manufactured from die-cast aluminium and is anodised. The valves
are mounted on a Stainless Steel tank manufactured in accordance to the European Directive 97/23/CE (PED)
and ASME VIl Div.1 (American Code). Upon request it is possible to have the tanks manufactured and in
conformity to the European Directive EC/94/9 ATEX. For diaphragm valves type VNP, it is possible to have
ATEX Il 3D (zone 22), while for VEM valves, it is possible to have the ATEX Il 2GD (zone 2/21) certification.

(TANK PREPARATION SPECIFICATION\

¢ Abrasive cleaning and degreasing
* Immersed in acid bath to remove any
and all unnatural properties (Pickling)
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